


“4600” Series Performance Field
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Pump Dimensions
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- Model No. Flange HP DIMENSIONS (in inches)
Custom 1600 Stock 1600 Size ok A B g = D |
1600 Y - 3 16%
1611 1610 1% 1 3 6% 10% 12%
% 3 17 | .
s 3% 18 '
1612 % 3% 18% _
e 1614 " % 0 19 o 1a%
| 1 3% 19'%
| % 3 18% o
1616 1 3 19 '
1619 2 = s 1 14% 17%
2 3 23
1630 % 3% 18
1632 Y% 3% 18% | - _
1635 1634 2 1 3% 1"9—~ 13% 16%
1% 3% 2
1636 1% 3% 21|
1641 1638 2 2 3% 23| 16% 19%
3 3% 24
*V HP AVAILABLE IN 1 PHASE ONLY.
Materials of Construction
Standard Optional
CASING CAST IRON BRONZE
IMPELLER CAST BRONZE
SHAFT ALLOY STEEL
SHAFT SLEEVE CUPRO-NICKEL
BRACKET CAST IRON CAST [RON WITH BRONZE FACE PLATE



Feature
Rugged Casing Design

Cartridge Assembly

One Piece Enclosed Impeller
Cupro-nickel Shaft Sleeve

Standard Mechanical Seal

Flexible Type Coupler

Resilient Mounted Motor

Parts Flexibility

“4600” Series

Benefit

The "1600” Series has a maximum operating pressure of 175 psi,
and a maximum operating temperature of 300°F. The “1600”
Series is available in cast iron bronze fitted construction or all
bronze construction.

The long life bearing cartridge replaces the conventional “wick”
type bearing/bracket assembly. A single bearing cartridge is all
that is required to service the entire product line.

Dynamically balanced cast bronze impeller assures long life
and higher pump efficiencies.

Highly corrosion resistant shaft sleeve prevents the shaft from
becoming pitted.

“1600” Series pumps are designed to accept standard mechanical
seals assuring maximum flexibility in seal choices. One seal fits
all models and several materials are available.

The flexible coupler design dampens system sounds and prevents
misalignment forces from being transmitted to the pump casing
and piping system.

The resilient mounted motor insures quiet reliable operation of
the pump.

Superior parts flexibility assured by the fact that one bearing
cartridge, one seal and two motor frames fit all pump models.

Operating Specifications

Pressure

Mechanical Seal Temp. Rating
Motors

Coupler

Pump Bearings
Ports

Pump Flanges

Standard Optional

175 psi maximum operating pressure
(In accordance with ANSI B 16.1 class 125)

250°F 300°F

NEMA Standard, Resilient mounted, open Special Enclosures
drip proof enclosure.

Flexible Type

Replaceable Bearing Cartidge
Tapped ports on suction and discharge flanges
Included with pump
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