


30 Inch Diameter
Model Number Fabricated Steel Heads Dimensions (inches) Hig. Ship.

2Pass 4 Pass 2 Pass 4 Pass 2 and 4 Pass Surt. wi.
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14F 3% 21% | 20% A10F 28% 19% | 30 384 16 23 20 22 38% 416F OF | 3776 2567
14F 3% 21%s|20% 10F 28% 19% 3% 16 35 20 22 50% 416F OF | 5205 2886
14F 3% 21%|20% 10F 28% 19% 38U 16 47 20 22 62% 16F OF | 6634 3205
14F 3% 21% | 20% 10F 28% 19% 8% 16 59 20 22 74% 16F OF | 8063 3524
14F 317 21% | 20% 10F 28% 19% 8% 16 71 20 22 86% 16F OF | 9492 3843
14F 3% 2% [20% 10F 28% 19% 38% 16 83 20 22 98% 16F 6F | 10920 | 4162
14F 3% 21% [20% 10F 28% 19% | 30 38% 17 95 20 22 110% 18F 8F [12350 | 4481
14F 3% 21% |20% 10F 28% 19%| 30 38% 17 107 20 22 4122% 48F 8F |13780 | 4800

G302065 G304065
G302085 G30408S
302105 G30410S
G302125 G304125
G302145 G304145
G302165 G304165
G302185 G304185
G302205 G304205
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SIZING AND SELECTION

Refer to Selection Guide 200-1A for manual selection
procedure,

Computer selections available through TACO Representatives.

Following data is required:

. Steam Pressure at Heat Exchanger.

. Flow In Tubes (GPM).

. Type of FAuid in Tubes.

. Properties of Fluids (If other than water).
Temperature In.

Temperature Out.

. Fouling Factor.

NOOBR LN

TYPICAL SADDLE DIMENSIONS (Optional)

Unit Dimensions (inches)
Size H w X Hole Dia.

4 5% 6'%1s 5% 1

6 &%1s M 7% %

8 7516 1% 9 % . L

10 8% 13% 10 % E

12 9% 15% 1 % — \ ¥
14 10 17 12 % ~ L "T'T’/ I
16 12 19 13 % .é Ao ,—':"—ﬂ—
12 4 i 1 s Adjustable saddle = ~——W—=Hole
20 14 23 14 % shown in preferred diameter
20 17 25 18 T locations.

24 18 27 19 %

26 19 30 20 %

30 21 33 22 %

Note: Two adjustable U-bolt type saddles fumished when
specified only.



